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Introducing the BP60-ELTac
36v Electric Bowling Green Folisher

Features & Benefits

- Electric motor to reduce noise for early
morning rolling.

- State of the art AC electric components.

- Worm drive gearbox.

- No chains, no belts, maintenance free.

- Built in transport trailer, remains with the
roller when operating.

- Smooth controlled, stops and starts.

- Patented 3 offset roller system used in the
smoothing head.

- Improves the surface quality.

- Large balanced steel drive roller.
- Padded seat with armrests.

- Trues the surface.

- Simple & safe to operate.

- Quite in operation. @
- Easily steered.

- 24 month warranty & after sales service.

Motor 36 Volt 1.2HP (900 Watt).

Drive Electric motor, direct onto worm gearbox.

Truing rollers {3 x 75 x 1310mm long, steel tube, dble. sealed

Drive roller |1 x219 x 1580mm machined & balanced steel drive roller
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1“: Steering Joystick to smoothing head, direct linkage

."5 Drive control |Toggle switch left or right direction on joystick top

3 Braking Regenerative braking built into electric motor
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Transport Built in trailer, remains with machine when rolling
Tyre size 18 x6.50 -8 4 ply

Weight 385 Kg

Roll area Up to 8 full size (120 x 120 ft.) rinks on 1 charge

Motor and Gearbox
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